The Flagpole Company

Octagon Bracket Series M O D E L #O O B 1 24 1 5( %:

Outrigger Single Stationary A
Rope Halyard Brooklyn, Michigan 49230

45 Degree Angled Wall Mount 800.805.9728
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Gold Anodized Satin Aluminum
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N (Options Available -

/ \ See Specification Box)

Cast Aluminum Stationary Truck
Tapped for 1/2"-13NC Threads
with Stainless Steel Set Screws
and One (1) Aluminum Pulley

\ Halyard, #10 (5/16" Diameter)
4 Braided Polypropylene Rope Heavy Duty Cleat

\ Two (2) Stainless Steel Swivel Snap Hooks —
with Neoprene Covers Accessory Specifications

Satin Aluminum (02), Standard Gold Anodized
Ball (90056-002), Standard 9" Heavy Duty
Aluminum Cleat (90037S)

G Wall Thickness
Alloy 6063-T6 Tapered Aluminum Tube.

% €—— 3/8"-16NC Stainless Steel Eyebolt

V\ and Swivel Double Pulley A

E Butt Diameter
18"

Aluminum Inner Sleeve with Cast Aluminum
Cover and Six (6) 1/4°-20NC x 3/8” ___
Long Stainless Steel Socket Type Cup Specifications

Anchorage By Others

Y " n
Point Set Screws y A. Mounting Height: 12"
/ 12" "
. : - -—— 5 C. Total Length: 12'-0
| <€—— Cleat (9") Cast Aluminum with 1/4"-20NC g —
\ Flat Head Stainless Steel Self Drilling Screws. . D. Taper Length: 83
Field Installed. (Security Options Available - 6 E. Butt Diameter: 4.000"
See Specification Box) ° ® F. Top Diameter: 2.500"
G. Wall Thickness: 0.156"
10" Flagpole Sections: 1
NOTE: Suggested Anchorage (By Others) - Flagpole Weight: 51 Ibs.
Stainless Steel 3/4"-10NC x 18" Long Full PY PY
Threaded Through Bolt, Hex Nut, and Washers,
and 1-1/4” x 14" Long Schedule 10 Aluminum Bolt Setting Diagram

Pipe Sleeve
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