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NOTE: For Clear Anodized and Satin Finish
flagpole shafts, Vertical Wall Mount Brackets
‘ will come with a sandblasted finish as standard.
2 Fabricated Aluminum
= Wall Brackets with
= Stainless Steel NOTE: Suggested Anchorage (By Others) -
s 3 Set Screws Stainless Steel 3/4"-10NC x 18" Long Full
s . Threaded Through Bolt, Hex Nut, and Washers,
S <— E Butt Diameter and 1-1/4" x 14” Long Schedule 10 Aluminum
v < Pipe Slesve.

|« DD Projection (Center)

<—— (leat (9") Cast Aluminum with 1/4"-20NC
Flat Head Stainless Steel Self Drilling Screws.
Field Installed. (Security Options Available -
See Specification Box)

Customer Name:

Dealer:

Project:

Location:

Brooklyn, Michigan 49230
800.805.9728

Gold Anodized

Heavy Duty Cleat

Accessory Specifications

Satin Aluminum (02), Standard Gold Anodized
Ball (90056-004), Standard 9" Heavy Duty
Aluminum Cleat (90037S)

Specifications

. Mounting Height: 30"

. Total Length: 30'-0"

. Taper Length: 13'-9"

. Butt Diameter: 6.000"
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. Top Diameter: 3.500"

G. Wall Thickness: 0.188"

AA. Bracket Width: 12"

BB. Bolt Setting Height: 21.75"

CC. Sleeve Height: 6"

DD. Projection: 6.5"

Flagpole Sections: 1

Flagpole Weight: 125 Ibs.

Notes



Bill Norton
Typewritten Text
MODEL:#V306188WA2

Bill Norton
Typewritten Text




