
 
2515 Bypass Rd.  Flemingsburg, KY 41041 

606-845-7439 

Instructions for Installation and Care of  

CF Moto Z-Force 950 

Aluminum Diamond Plate Door Panel Inserts 

CF-Z-950-DP01 

 

1. Be sure to read these instructions thoroughly before opening and installing the CF Moto 

Z-Force 950 Diamond Plate Door Panel Inserts.  

 

2. Check over the parts included in the cartons with the parts list shown below: 

 

1" Bolts    4 each 

8mm x 38mm Bolts   2 each 

¼” U-Nuts    4 each 

Large SS Washers   6 each 

3/8”  Washers    8 each 

Large Rubber Washers  15 each 

49” Side Bulb Rubber Gasket    2 each 

Door Panels      2 each 

 

3. Begin by removing the inner panel of the door using a Philips head screwdriver.  The 

following pictures show where the screws are and what it will look like with the inner 

panel removed. 

 
 

 



 

4. Next you will see three locations on the bottom edge of the door panels that are marked 

to be removed to access the bolt locations.  See pictures below 

 
 

 
5. Next take the U-Nuts and slide them over the tabs with a hole so that the threaded hole of 

the U-Nut is centered in the hole of the tab.  The following picture shows how that should 

look. 

 

 
 



6. Now you are ready to install the door panel.  The front of it will attach using the 8mm 

bolt and three of the 3/8” washers and one large SS Washer.  See picture below. 

 
 

7. Then install the next two bolts using 1” SS Bolt, three rubber washers and one large SS 

washer as shown below. 

 

 
 

 

 

 

 



 

8. Bolt the inner door back in place to the outer door and install the rubber gasket along the 

front and bottom edges of the door panel as shown below. 

 
 

 

9. Thank You for Your Purchase 
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