
EMP P/N - 13136 
Honda Pioneer 1000 Winch Mount 

Fits: 2016-2018 Pioneer 1000 and 1000-5 with stock bumper 

Includes: 
(1) Winch Plate (13136-01) 

(2) Brackets for U-Bolts (13136-02) (LH and RH) 

(8) 3/8-16 x 1” Carriage Bolts– Black 

(12) 3/8-16 Nyloc Flange Nuts 

(8) 3/8” Flat Washers 

(2) 3/8-16 U-Bolt (BR-3043T37) 

(1) EMP® Logo Decal 

 

Installation should be performed by a professional technician. 

 

Installation: 

Remove stock bumper.  There are a total of (8) bolts that need to be removed.  Two on the 

bottom, four on the top, and two that hold the plastic shroud in place.  Make sure you remove 

the shroud bolts (see fig 2). 

Mount the new winch plate to the stock bumper using the (2) brackets and the bolts and nuts.  You 

will only be using two bolts on the inner side of the brackets.  In others words, you will only 

use two of the three holes.  This allows for clearance between the winch and the bracket. 

NOTE: you can pre-assemble the winch mount then slide it over the ends of the tubes (see fig 

3).  Leave bolts loose. 

Bolt the winch upside down to the winch plate.  It is easier to bolt it to the plate before the bumper 

is installed (see fig. 4).  NOTE: you will want the cable/rope to come out the top of the spool 

and then through the fairlead bracket.  Also refer to the directions that came with your winch. 

Bolt the bumper with the winch assembly back on to your Pioneer.  Basically, repeat the process 

you did in step one (do not tighten the bolts yet). 

Attach the brackets of the winch mount to the round tubes of the frame with the U-bolts an 

remaining 3/8” nyloc nuts (see fig. 5) (do not tighten the nuts yet). 

Bolt the fairlead to the stock bumper in the location shown (see fig. 6).  You will use the hardware 

that came with your winch. 

Check to make sure your cable or synthetic rope does not rub anywhere on the frame etc.   

Tighten all the hardware and refer to your winch directions for wiring. 

Your installation is complete. 

 

NOTE: The (8) washers can be used as a spacer between the winch and the winch plate.  Some 

winches will need these for clearance for the spool. 

 

WARNING/CAUTION: If the cable or rope rubs it could cause serious injury or death.  Double 

check to make sure it does not rub anywhere before operating your winch.  Accepts up to a 4000 

lb winch. 
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