
      
 

UTV-2101 
POLARIS RANGER 800 

 SXS Doors 

Installation Instructions 
 
 
Tools Required: 
T-27 Torx bit 
7/16” box wrench or socket wrench 
5/32” or 4mm Allen 
10mm Box Wrench & Socket Wrench         

5/16” Allen Wrench 
14mm Box Wrench & Socket Wrench 
13mm Box Wrench & Socket Wrench 
3/16” Allen Wrench

 
Hardware Included: 
4- 3/8” X 2.25” Flange Bolt 
4- 3/8” Flat Washer 
2- Striker Bolts 
1- Left Latch 
1- Right Latch 
16- 6mm X 16mm Allen Bolt (black) 
16- 6mm Flat Washer 
16- 6mm Nyloc Nut 
4- ¼” X 1” Hex Bolt 
4- ¼” Lock Washer 
2- Plastic Knob with ¼” Stud 

2- ¼” Nyloc Nut 
2- 5/16” Nyloc Nut 
4-5/16” flat washer 
6- Plastic End Cap 
2- ¾” x .687” Aluminum tube spacers 
2- 8mm nyloc nuts 
2- 8MM x 1.25 x 40 mm flange bolt 
4- ½” x 5/8” long steel spacers 

 

 
Take inventory of all parts included: 
1- Left Side Door Frame 
1- Right Side Door Frame 
1- Left Side Door Skin 
1- Right Side Door Skin 
1-Right side steel striker bracket 
1-Left side steel striker bracket 
1- Hardware Kit (contents listed above) 



We have tried to make the installation process of this product as simple and straight 
forward as possible, at the same time we strive to produce products that set industry 
quality and durability standards.  Thank you for choosing Blingstar Products. 
 

**Please position your POLARIS RANGER on level ground before starting this process.** 
**WE recommend using a ratchet strap to pull the A pillar roll bar mounting legs together before 

removal of the “A” pillar bolts.** 
 

PREPARATION 

 

1) Place the vehicle on level ground to begin removing the stock doors nets. 

2) Starting with the driver side, remove the factory door nets then locate and remove the lower mounting 

clip that holds the door bar located inside the vehicle using the T 27 TORX socket.  

3) Next, move to the upper bolts on the “A” pillar and use the 5/16” allen wrench to remove the bolts, keep 

the stock nuts. Once removed, you are now ready to install the Blingstar doors. 

 
 

DOOR INSTALLATION 

 

 

 

1) On the driver side, position the driver door in place and loosely install the stock T-27 lower bolt through 

the lower bracket on the Blingstar door. 

2) Next, using the supplied 3/8” bolts, washers and steel spacers, mount the upper door bracket to the “A” 

pillar mount. Place the bolt through the door bracket then the washer then through the steel sleeve and 

finally through the “A” pillar mount. Use the stock nuts to tighten loosely. (PHOTO A) 

3) Now it’s time to locate the steel striker bracket and mount it to the “B” pillar cross brace behind the 

driver seat using the supplied 8 MM bolt, nut and aluminum spacer. (PHOTO B) 

Remove the stock outer cross brace mounting bolt using a 13 mm socket wrench set up. Place the 

supplied bolt through the supplied steel bracket then the aluminum spacer then through the cross brace 

behind the seat on the front side of the brace. (PHOTO C) Tighten using the supplied 8 MM nyloc nut. 

4) Install the supplied striker bolt through the steel bracket in the slotted hole using a 5/16” washer on the 

front side of the bracket and tighten loosely with the supplied 5/16” nut. There is no washer used on the 

backside of the bracket. (PHOTO D) 

5) Now it’s time to mount the supplied dual stage door latch to the door using the supplied ¼” bolts and 

lock washers. (PHOTO E).  

6) Adjust the bracket, latch and door as needed for a smooth operating motion and tighten all of the 

hardware. 

7) Repeat steps 1-6 for the installation of the passenger side door. 



8) Once both doors are operating smoothly, mount the door skins with the supplied 6mm button head bolts, 

washers and nuts and tighten securely using your 4mm allen wrench and 10mm socket set up. Place the 

washer on the nut side of the skin. Lastly mount the supplied black door knob to the latch.  

9) Congratulations on your install!  
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Thank you for choosing Blingstar 

Questions or Comments: 
info@blingstar.com 

(866) 41-BLING 


